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PowerStations

 Categories   Features 6ò Display (XPR06) 8ò Display (XPR08) 10ò Display (XPR10) 15ò Display (XPC15)

  Display               Specification 6ò Color TFT 8ò Color TFT 10ò Color TFT 15ò Color TFT
   5.7ò (145mm) Diagonal 8.0ò (203mm) Diagonal 10.4ò (264mm) Diagonal 15.1ò (380mm) Diagonal
   VGA (640x480) Resolution VGA (640x480) Resolution VGA (600x480) Resolution XGA (1024x768) Resolution
       350 NIT, 262,144 Color TFT 380 NIT, 262,144 Color TFT SVGA (800x600) Resolution 260 NIT. 262,144 Color TFT
      Viewing Angle: Viewing Angle: 350 NIT, 262,144 Color TFT Viewing Angle:
   +/- 80ę L/R, 80ę U, 70ę D +/65ę L/R, 65ę U, 55ę D  Viewing Angle: +/80ę L/R, 55ęU, 65ęD
   75,000 hour backlight 20,000 hr. backlight +/70ę L/R, 40ęU, 70ęD 50,000 hour backlight
  (to half brightness) (to half brightness) 50,000 hour backlight (to half brightness)
    (to half brightness)

                             Interface   Analog Resistive Touchscreen                   

   Operating System     Windows CE version 5.0
            
  Processor Support Processor CPU 500MHz LX800 CPU 650MHz Celeron ULV Processor (XPR08/10)
   processor (XPR06)
  Cache 256KB (L1/L2) 256KB (L2)
    
                 Memory     System    256MB Shared DDR Memory 256MB Shared Memory   
     (1) 200-pin SODIMM socket,  (1) 144-pin SODIMM socket, 256MB (std.)
     256MB (std.)
   Video    64MB Shared System Memory 64MB Shared System Memory

     Storage Options  CompactFlash     128MB* CompactFlash External Type II slot (IDE Bootable)
  Floppy/CD ROM External connection via USB                   
                   
                      Ports  Keyboard  USB 2.0 PS/2
                                Mouse   USB 2.0 PS/2
                                    USB  (2) USB 2.0 ports Type-A, (2) USB 1.1 ports Type-A, CD/Floppy
     CD/Floppy 
       USB Drive bootable with USB Drive bootable with over current protection
       over current protection 
                                 Serial    (1) RS232 9-Pin D-sub (1) RS232 9-Pin D-sub
       (1) RS232/422/485 9-Pin D-sub (1) RS232/422/485 9-Pin D-sub
   Ethernet    (1) 10/100Base-T w/ RJ45 (1) 10/100Base-T w/ RJ45
   Audio  Stereo output, 1/8ò mini plug No Audio

      Expansion Slots     N/A

          BIOS Options     Plug-n-Play
      Configurable Boot Devices:
      Å CompactFlash
      Å USB (CD/ROM, Floppy, Thumb Drive)

                Package Temperature Range 0-50ÁC
                      Rel. Humidity   5-95% (non-cond.)
                             Vibration    10-500 Hz .5grms (random-operational-HD)
                                                  10-500 Hz 1grms (random-operational-CompactFlash)
        Shock   10G, 11 msec (operating)
      30G, 11 msec (non-operating)

Power Requirement       24 VDC, 2A maximum, Optional AC Adaptor
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