m Electro-Thrust cylinder
with IP65 rating

Automation

New addition to the
Electro-Thrust range

As an addition to the successful ET range of
electric cylinders, Parker Hannifin’s Electro-
mechanical Division has introduced an IP65
rated version for the more rigorous applications.
Available as a standard option in ET32, 50, 80
and 100 sizes, the IP65 version is particularly
suitable for washdown, external and contami-
nated environments in which the standard
version could suffer long-term deterioration.

The outside of the cylinder is treated with a
cold-curing epoxy coating which is resistant to a
wide range of chemicals, including the hydro-
gen peroxide solution frequently used as a
washdown in food processing. The cylinder rod
and all fixings are manufactured from stainless
steel; rod end attachments as well as cylinder
mounting fixtures are also available in stainless
steel. All mechanical joints are sealed using a
combination of silicone plus gaskets .

An extension to the front of the cylinder houses
a special double seal, with both inner and outer
seals incorporating spring-loaded sealing ele-
ments. For applications in which the rod may
be exposed to solid material such as mud, dirt
or ice, a metal scraper seal may be fitted in
place of the outer seal. The addition of the front
seal extension means that the foot mounting,
front flange and guide module options are not
available on this version. The seal extension
has a minimal effect on the zero-stroke length
adder and dimensions will be found overleaf.

Both stepper and servo motors are available
with IP65 ratings. They may be installed in
either parallel-mounted or in-line configurations.
The existing standard home and limit sensors
may still be used as they already meet IP65
specifications. Apart from a small increase in
no-load torque due to additional seal friction,
the performance characteristics are unaffected
by the IP65 rating.

IP65 rating available for all four
sizes - 32,50, 80 & 100

Epoxy-coated cylinder body

High performance dual position
rod seal

Optional metal scraper seal

All external fixings in stainless
steel

Optional stainless steel rod ends &
cylinder moutings

Uses existing home & limit sensors

Parallel or in-line motor mounting
options retained

Stroke length up to 1500mm
Ballscrew pitches from 5-40mm/rev
Thrust forces in excess of 20,000N
Speeds up to 2m/s

High mechanical efficiency, typically
90%

Available on short delivery






